Automation Systems and Controls Pty Ltd Presents:

Accident Avoidance from HIT-NOT®
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Originally developed for use in underground coal mines, this technology has been
adapted and upgraded to essentially eliminate STRUCK-BY accidents
in the forklift industry.

HIT-NOT®'s System generates a low frequency adjustable oval-shaped Magnetic

Field, and when the PAD-Personal Alarm Device-which is worn by personnel enters

Dan ge r any of the HIT-NOT® Safety Zones, both an accurate Audible and a Visual Warning

are given to your personnel as well as to the Fork Lift Operator, alerting both of the

Fork iift trUCKS potential danger.

HIT-NOT®‘s Proximity Warning
System Eliminates STRUCK-BY
Accidents

warning Zone

PAD Types

The PAD—Personal Alarm Device with an accurate Visual and Audible

Alarm is available in several configurations including:

Safety Vest Pocket
Arm Band

Velcro Attachment
Hard Hat Mounted
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CURTONI SULUTHNS HIT-NOT® Magnetic Field Generator

Our Proximity Warning Safety
Specialists customize each system
To provide the Optimum warning
coverage for your facility.

SILENT ZONES

Silent Zones are used to create areas
where the warnings emitted by the
Personal and Vehicle Alarm Devices
are ignored. Silent Zones are standard
on the vehicle for the Operator but
can also be installed in locations
where personnel are protected by ’ Warning Zone
walls and guard rails. Personnel in
Offices and Machine Areas will not be
distracted by the warning signals as
vehicles drive by. Silent Zones can be
Oval in shape up to 22 feet in
diameter or Linear up to 250" in
length.
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